
SPECIFICATION SHEET SPRING SUMMER 2019

PORTAL TABLE LAMP 450 

WARRANTY

3 Years Fixture 
3 Years Driver 
3 Years LED

Portal Table Lamp is a solid 
fixture that will require 
very little maintenance over 
the years.

If your Portal Table Lamp is 
treated with care, it will 
shine brightly for many years 
to come.

Contact us for more 
information.

PRODUCT OPTIONS

Finishes: 
BB   Brushed Brass

Installation should only 
be undertaken by a qualified 
professional

SPECIFICATIONS

Ordering Code: 
POR.T.450

Lamp: 
24V LED WW 2700K

 
Lumens: 
2183 LM 

Voltage: 
24V DC

Watts: 
27W

Weight: 
Approx. 6 kg

Inclusions: 
Bullion Box with integrated 
Power Supply Unit and 
Dimmer Unit

TOP VIEW

PRODUCT LINE WEIGHT ALWAYS = 0.25pt 
PLACE PRODUCT DRAWING ON CORRECT LAYER

DOCUMENT RULES

PORTAL TABLE LAMP 450
LINE DRAWING

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH
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SPECIFICATION SHEET AUTUMN WINTER 2020

PORTAL TABLE LAMP 450 QUARTZ BASE

WARRANTY

3 Years Fixture 
3 Years Driver 
3 Years LED

Portal Table Lamp is a solid 
fixture that will require 
very little maintenance over 
the years.

If your Portal Table Lamp is 
treated with care, it will 
shine brightly for many years 
to come.

Quartz is a mineral formed by 
the Earth. Each crystal piece 
will be unique due to natural 
variation of size, shape, 
colour and clarity.

Contact us for more 
information.

PRODUCT OPTIONS

Quartz:

CQ   Clear Quartz 
RQ   Rose Quartz 
SQ   Smoky Quartz

Finishes: 
BB   Brushed Brass

Installation should only 
be undertaken by a qualified 
professional

SPECIFICATIONS

Ordering Code: 
POR.T.450.QB

Lamp: 
24V LED WW 2700K

Lumens: 
2183 LM 

Voltage: 
24V DC

Watts: 
27W

Weight: 
Approx. 10 kg

Inclusions: 
Bullion Box with integrated 
Power Supply Unit and 
Dimmer Unit

TOP VIEW ISOMETRIC VIEW

FRONT SIDE VIEW
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RODS TRIMMED TO SHOW 1/4 LENGTH

ø
4
5
0
M
M
 
(
1
7
.
7
”
)

ø450MM (17.7”)
TOP VIEW ISOMETRIC VIEW

FRONT SIDE VIEW

PETRA II 900 LINEAR PENDANT 
LINE DRAWING

900MM (35.43”)

900MM (35.43”)

2
2
0
M
M
 
(
8
.
6
6
”
)

2
2
0
M
M
 
(
8
.
6
6
”
)

2
2
0
M
M
 
(
8
.
6
6
”
)

220MM (8.66”)

PRODUCT LINE WEIGHT ALWAYS = 0.25pt 
PLACE PRODUCT DRAWING ON CORRECT LAYER

DOCUMENT RULES

OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH

APPROX 200MM 



SPECIFICATION SHEET SPRING SUMMER 2019

PORTAL TABLE LAMP 600

WARRANTY

3 Years Fixture 
3 Years Driver 
3 Years LED

Portal Table Lamp is a solid 
fixture that will require 
very little maintenance over 
the years.

If your Portal Table Lamp is 
treated with care, it will 
shine brightly for many years 
to come.

Contact us for more 
information.

PRODUCT OPTIONS

Finishes: 
BB   Brushed Brass

Installation should only 
be undertaken by a qualified 
professional

SPECIFICATIONS

Ordering Code: 
POR.T.600

Lamp: 
24V LED WW 2700K

 
Lumens: 
2911 LM 

Voltage: 
24V DC

Watts: 
36W

Weight: 
Approx. 8 kg

Inclusions: 
Bullion Box with integrated 
Power Supply Unit and 
Dimmer Unit

PRODUCT LINE WEIGHT ALWAYS = 0.25pt 
PLACE PRODUCT DRAWING ON CORRECT LAYER

DOCUMENT RULES
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OUTLINE DETAIL OF CRYSTALS ONLY 
RODS TRIMMED TO SHOW 1/4 LENGTH
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SPECIFICATION SHEET AUTUMN WINTER 2020

PORTAL TABLE LAMP 600 QUARTZ BASE

WARRANTY

3 Years Fixture 
3 Years Driver 
3 Years LED

Portal Table Lamp is a solid 
fixture that will require 
very little maintenance over 
the years.

If your Portal Table Lamp is 
treated with care, it will 
shine brightly for many years 
to come.

Quartz is a mineral formed by 
the Earth. Each crystal piece 
will be unique due to natural 
variation of size, shape, 
colour and clarity.

Contact us for more 
information.

PRODUCT OPTIONS

Finishes: 
BB   Brushed Brass

Installation should only 
be undertaken by a qualified 
professional

SPECIFICATIONS

Ordering Code: 
POR.T.600.QB

Lamp: 
24V LED WW 2700K

Lumens: 
2911 LM 

Voltage: 
36V DC

Watts: 
27W

Weight: 
Approx. 12 kg

Inclusions: 
Bullion Box with integrated 
Power Supply Unit and 
Dimmer Unit
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FRONT SIDE VIEW
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